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ADDITIONAL USE REGULATIONS
11.01 Adult Uses

It is recognized that there are some uses which are recognized as having serious objectionable
operational characteristics, and are not compatible with certain uses. Special regulation of these
uses is necessary to ensure that these adverse effects will not contribute to the blighting or -
downgrading of the surrounding neighborhood.

A.

No adult use may be established, operated, or maintained within five hundred (500) feet
of a residential district, a church, a school, or public patk, as measured from the closest
point of the property lines.

No more than two adult uses or one adult use and one on-sale liquor establishment may
be established, operated, or maintained within five hundred (500) feet of each other as
measured from the closest point of the outside wall of the building or tenant space.

11.02 Visibility at Intersections and Driveways

A.
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Intersection safety zones: No monument style sign or other sign with its face less than
twelve (12) feet above grade or any fence, wall, shrub or other obstruction to vision
exceeding three (3) feet in height above the established street grade shall be erected,
planted or maintained within a triangular area of a corner lot that is included by
measuring straight lines along the curb lines at points 40 feet distant in each direction
from the intersection of the curbs and a straight line connecting the first two lines. (See
Figure 2)

Driveway safety zones: No monument style sign or other sign with its face less than ten
(10) feet above grade or any fence, wall, shrub, or other obstruction to vision exceeding
three feet in height above the established street grade shall be erected, planted, or
maintained within the area from the curb line to ten feet behind the curb line. (See Figure
2)
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11.03 Accessory Use and Structures
Accessory uses and structures shall conform to the following standards:
A. A private residential detached garage used only for the housing of noncommercial

passenger automobiles. The use of corrugated sheet metal for exterior residential garage
walls is prohibited. The height shall not exceed a one-story dwelling. No detached
garage shall exceed 1024 square feet in floor area.

B. Accessory buildings must be anchored to a concrete slab, or other appropriate method as
approved by the Authorized Official.

C. Accessory buildings may not be used for dwelling purposes.
D. Yard setbacks may be adjusted as according to 12.02 and 12.03.
E. Accessory buildings must be at least seven (7) feet from all property lines.

Accessory buildings must not be located within utility and drainage easements. It
is the owner’s responsibility to verify the location of the property lines. Accessory
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buildings shall be located at least seven (7) feet from the primary dwelling unit.

Accessory building sidewalls may not exceed one story in height, as defined in
these regulations, and shall not exceed the height of a one-story dwelling.

Accessory buildings shall not be located in front of the principal building.
A maximum of two (2) accessory buildings may be constructed on any one lot of record.

No accessory building or use shall be constructed or developed on a lot prior to
construction of the principal building.

Maximum floor area for all storage sheds shall be one hundred and twenty (120) square
feet.

Accessory building material shall be the same as or of similar quality as that of the
principal building. Accessory buildings shall be compatible with the principal buildings
with respect to building materials, design and character.

11.04 Off-Street Parking

A,
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General Conditions

. No parking spaces are permitted in the required front or sideyard in any district except for

portions of the front yard necessary for hard surfaced driveways or as otherwise provided
in this title. Parking spaces in backyards shall be prohibited in the R-1 and R-3 districts.
Parking spaces in backyards shall be allowed only by conditional use in the R-2 district.

. Driveways shall not exceed 30 feet in width. An exception for 40 feet driveways shall be

allowed for businesses expecting tanker truck traffic.

. Bach parking space shall be directly accessible to an access aisle.

. Except in conjunction with a legal nonconforming business it is unlawful for any person

to park, store, leave, or permit the parking, storing or leaving of any commercial vehicle
in a NRC, R-1, R-2, or R-3 Zoning District, unless the vehicle is parked in connection
with the performance of a service. The transferring of refuse from a smaller satellite
vehicle to a large packer garbage truck is prohibited.

. All parking, loading, and maneuvering and drive areas thereto shall be hard surfaced with

asphalt or concrete.
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6. The parking requirements in this section shall not be applicable to property in the CB
Central Business District, except for residential uses which are authorized by a
conditional use permit.

B. Required Parking Spaces
In computing the number of required off-street parking spaces the floor area shall mean the gross
floor area of the specific use, excluding any floor or portion used for parking. Where fractional

spaces result, the parking spaces required shall be the nearest whole number. For the number of
off-street parking and loading spaces required in all other districts, see TABLE 1 below:

& Loading Requirements
L g

2 spaces for each dwelling unit

- One and one-half (1 % ) spaces for each
dwelling unit of one bedroom or less.
Two spaces for each dwelling unit of two
-| bedrooms or mote.

One (1) parking space for each two
hundred (200) square feet of floor area
1 (one space per two beds).

Four (4) spaces per lane

11 space for each 4 seats in main setting
.| area

One (1) parking space for each three
hundred (300) square feet of floor area

“| Four (4) spaces for each classroom or
office room, plus one (1) for each one
hundred fifty (150) square feet of seating
area in any auditorium or gymnasium or
cafeteria intended to be used as an
-| auditorium.
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Two (2) spaces for each classroom or
office room, plus one (1) for each one

| hundred fifty (150) square fect of seating
| area in any auditorium or gymnasium or
cafeteria intended to be used as an

auditorium:.

One (1) space for each one hundred (100}
square feet of gross floor area or one (1)

-| space for each three seats, whichever is
.| greater.

1 space for each bed.

-| 1 space for each 3 beds.

1 space for each 4 seats of design
/| capacity.

One (1) space for each two (2) rental
rooms.

One (1) space for each four (4) seats in the

chapel.

| One (1) space for each three hundred
-| (300) square feet of floor area.

| One (1) space for each two (2) staff
| members and full-time employees, plus
| one (1) space for each six hundred (600)
| square feet of gross floor area.

Two (2) spaces for each manufactured
| home lot.

One (1) space for each two (2) employees
-+ | on the maximum working shift.

One (1) space for each three hundred
-1 (300) square feet of floor area.

One (1) space for each two (2) employees
/| on the maximum working shift.
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All other uses not specified above shall have minimum off-street parking and off-street loading
spaces as determined by the City Commission.

11.05 Off-Street Loading Requirements

There shall be provided at the time any building is erected or structurally altered, off-street
loading spaces for the following uses.

25,000 - 50,000
every additional 75,000

One 14' x 35' space
Add one 14' x 35' space

le.| 5,000 - 20,000
+dal:| 20,000 - 100,000
« /| Every additional 75,000

One 14' x 35' space
Two 14' x 35' spaces
Add one 14' x 35' space

Freestanding 50 square feet 6 feet above grade

Wall 1 square foot On wall only

Wall, roof, and|]2 square feet per 1 foot of | Wall = on wall only roof and

projecting lineal street frontage with a | projecting = 5 feet above
maximum of 200 sq. ft. roof line

Freestanding 1 square foot per 1 foot of | GB = 30 feet above grade
lineal street frontage with a | CB = 18 feet above grade
maximum of 200 sq. ft.

Freestanding 1 square foot per 3 lineal feet | 20 feet above grade
of street frontage with a
maximum of 100 sq. ft.

Wall, roof, and{ 1 square foot per 3 lineal feet { Wall = on wall only

projecting of street frontage with a ] Roof and projecting =5 feet
maximum of 100 sq. fi. above roof line

* specified uses are listed within the district’s permitted uses applicable standard tables (sections

3.01, 4.01, 5.01, and 6.01)
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11.07 Off Premise Signs

Off-premise signs are allowed in the GB, LI, and HI Districts subject to the following

regulations:

A. Off-premise signs will be allowed a maximum size of 288 square feet.

B. Signs will be allowed a maximum height of 40 feet; and a minimum height of 12 feet.

C. There will be a minimum setback for the sign face of 10 feet and a minimum setback for

the sign structure of 22 feet.

11.08 Fences

Fences may be erected in required yards, provided they meet or exceed the following
requirements:

A,

B.
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No barbed wire fence shall be erected or maintained.

No fence shall be erected or maintained in such manner as to unreasonably obstruct the
view of others or their access to light or air.

For R-1, R-2, R-3, or CB District - Fences not more than six (6) feet in height may be
erected on any part of a lot other than in the required front yard. Fences not more than
four (4) feet in height may be located on any part of the lot. Fences along the perimeter
of a front yard shall be of a decorative type only, such as picket or split rail.

For GB, LI, or HI District - Fences not more than eight (8) feet in height may be erected
on any part of a lot other than in the required front yard except any yard adjacent to a
residential use. '

No fence shall be erected which violates 11.02 - Visibility at Intersections.

To preserve the neighborhood character of the Residential district, fences along the
perimeter of a front yard shall be of a traditional design and shall not be more than 30
percent solid.

The maximum fence height for golf courses, public swimming pools, school track and
field areas, parks and ball parks shall be eight (8) feet and for public tennis courts twelve
{12) feet on any portion of the lot. Fences associated with these uses shall not be more
than 30 percent solid.

The smooth finished side of a fence shall be the side of the fence that faces outward from
the yard being fenced. All of the framing or support members shall face the property
owner (inward).

The following fences and fencing materials are prohibited, except for permitted
agricultural residential gardening uses to protect against rodents, vermin and pests:
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Wooden snow fence;

Welded wire fence;

Panel fence;

Plastic snow/safety fence; and
Chicken wire.

SNk Wb

11.09 Telecommunications Tower, Antenna Support Structures and
Wireless Communications Facilities

Regulations regarding development of telecommunications towers, antenna structures and
wireless communications facilities are intended to encourage the development of a competitive
wireless communications marketplace while protecting the health, safety, and welfare of the
public and maintaining the aesthetic integrity of the community. The regulations cover the
placement, construction, and modification of telecommunications facilities.

A

A minimum distance of 300 feet from the telecommunications tower to any residentially
zoned or used property measured from the base of the telecommunications tower to the
property line.

A minimum distance of %4 mile between telecommunications towers measured from the
base of one telecommunications tower to the base of another except when an existing
antenna support structure is used to co-locate a wireless communication facility.

Building permit shall include documented Federal Communications Commission (FCC)
approval prior to permit issuance,

The maximum height for telecommunications towers and wireless communications
facilities shall not exceed 100 feet for single users or 200 feet for two or more users.
When such structure is located in an airport approach zone, Federal Aviation
Administration approval will be required prior to permit issuance.

The tower shall be constructed in a manner that will make it inaccessibie for unauthorized
person to climb.

11.10 Site-Built Single-Family and Multi-Family Dwelling Standards

A
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The pitch of the main roof shall not be less than one foot of rise for each four feet of
horizontal run. The use of a concealed fastener system of sheet metal for roofing shall
be permuitted.

The minimum width of the main body of the site-built dwelling shall not be less than 20
feet, as measured across the narrowest portion.
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A wood or masonry foundation shall form a complete enclosure under the exterior walls.
A minimum of 7 square feet per site-built dwelling space of wind resistant structure area
shall be provided and installed.

The use of a concealed fastener system of sheet metal for exterior walls shall be
permitted,

No dwelling shall be constructed, installed, or moved into the area under the jurisdiction
of these regulations, unless said dwelling is constructed upon, installed on or moved onto
a permanent foundation, as defined in these regulations, excepting manufactured homes
placed in an approved R-3 district. The Authorized Official or his or her designee shall
inspect and authorize all dwellings moved into the City of Hurley.

11.11 Landscaping Standards

It is the desire of the City of Hurley to encourage development which is environmentally
sensitive and aesthetically pleasing. To assist in these objectives, a minimum standard for
landscaping is prescribed.

A

4

Within any zoning district, at least 90 percent of the required front yard setback shall be
landscaped and maintained with living ground cover except for the portion of the front
yard necessary for hard surfaced driveways (see 12.04).

Within GB, CB, LI, and HI districts, one tree per 50 feet of lot width is required. No
more than 20 percent of the trees may be planted in the street right-of-way. No more than
25 percent of the required trees may be deciduous ornamental, evergreen, or coniferous
trees.

Each existing tree of at least 1 3/4-inch caliper in size shall count toward the ftree
requirement,

The unpaved portion of a dedicated public right-of-way abutting any development shall
be landscaped with sod, seed, or other living ground cover. Only deciduous shade trees
may be planted in the street right-of-way.

Landscape areas must be capable of providing a substantially full expanse of foliage
within three years after planting. All deciduous trees shall be 1 3/4 inch caliper and all
deciduous ornamental shall be 1 1/4 inch caliper. These requirements are considered to
be minimum requirements, and under no circumstances shall these measurements be
lowered.

Berms or other landscaping techniques may be used for all or part of the six foot

screening if they have a maximum grade of three feet horizontal to one-foot vertical and
sodded or planted with other acceptable living ground cover.
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Screening: A fence, wall, or shrubbery six (6) feet in height and of a character necessary
for adequate screening shall be installed or planted when a parking lot is located adjacent
to residentially used property or across the right-of-way from residentially used property
(unless the right-or-way is an arterial street). Berms or other landscaping techniques may
be used for all or part of the six foot screening if they have a maximum grade of three
feet horizontal to one-foot vertical and sodded or planted with other acceptable living
ground cover.

Parking Lot Buffer Areas: A setback of at least five (5) feet shall be provided between a
parking lot and residentially zoned property.

Exception: If proper screening is provided, the setback may be two (2) feet.

Lighting Standards: When property is adjacent to or within 150 feet of residentially used
or zoned property, the following lighting standards apply:

. The maximum light level shall be no greater than three (3) foot candles field measured at

the property line (ground level).

. The maximum height of light luminaries shall be 25 feet above the ground.

. Canopy luminaries and other on-site lighting with luminaries greater than 2000 lumens

shall include a 90-degree cut-off type, deflector, refractor, or forward throw light fixture.

. The maximum number of canopy luminaries shall be determined by the following

industry standard:
Canopy length (in feet) x canopy width (in feet) x 3 = Maximum No. of

Luminaries Lamp wattage

All other light luminaries shall have a maximum height of 38 feet above the ground.
Submittal of photometric plans shall be required with all site plan checks for building
projects on property with lighted parking lots or lighted canopies.

The following structures or uses are exempt from these lighting standards: public
recreation facilities, parks, pedestrian walkways, illuminated flags or statues, airport
runways, telecommunication towers, broadcast towers, and historic period lighting.

11.12 Home Occupations

Home occupations are those secondary uses allowed on a premises in conjunction with the
following:

A.

45

The occupation must be conducted within a dwelling unit.
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11.13
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The occupation must be clearly incidental and secondary to the principal use of the
dwelling for dwelling purposes.

The home occupation may employ up to two non-family members.

The entrance to the space devoted to such occupation must be from within the building.
There can be no evidence other than the nameplate that will indicate from the exterior
that the building is being utilized in part for any other purpose other than that of a
dwelling. There is used no sign which is attached to the building other than a nameplate.

The sign shall not be illuminated or more than two square feet in area.

Such occupations shall not require substantial internal or external alterations or involve
construction features not customary in a dwelling,

The business will generate no more than ten (10) visits per day from clients or customers.

Materials that are combustible, toxic or consist of any animal or vegetable matter cannot
be stored on the premises.

Any process which will cause odor, dust, glare, noise, heat or vibration which would have
anegative effect on adjacent properties would not be allowed.

Manufactured Home Requirements

The pitch of the main roof shall not be less than one foot of rise for each four feet of
horizontal run. Metallic roofing surfaces shall not be permitted.

The minimum width of the main body of the manufactured home as assembled on the site
shall not be less than 20 feet, as measured across the narrowest portion.

A wood or masonry foundation shall form a complete enclosure under the exterior walls.
A minimum of seven (7) square feet per manufactured home space of wind resistant
structure area shall be provided and installed according to Article 11-80 of Chapter 11
Building Guidelines for Manufactured Housing Installation.

The use of corrugated sheet metal for the exterior walls is prohibited.

The manufactured home shall meet or exceed the federal HUD Manufactured Home
Construction and Safety Standards, as adopted on June 15™, 1976.

Each manufactured home shall be properly secured to the ground with either a permanent

foundation extending no less than 4 feet below grade, or with tie downs installed as
recommended by the manufacturer, but in no event more than 12 fect apart along the
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perimeter of the structure. Such tie downs shall extend down no less than 4 feet below
grade.

11.14 Bed and Breakfast Establishments

47

Bed and Breakfast’s shall be limited to a residential structure.

They shall be in compliance with applicable state laws including South Dakota
Department of Health, maintaining a guest list, and providing a smoke detector in each
sleeping room.

Such uses shall be an incidental use with an owner-occupied principal dwelling structure
provided that not more than four (4) bedrooms in such dwelling structure shall be used
for such purpose.

Off-street parking requirements shall be one space per guest room and shall be in addition
to parking requirements for the residence.

The length of stay shall not exceed 14 days during any 120 day consecutive period.

Meals shall be prepared in a common facility (household kitchen). Cooking is not
permitted in the sleeping rooms.
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